
ACE LOUNGE CHAIR



STEP 1: UNBOXING YOUR ACE LOUNGE CHAIR

QUICK INVENTORY

Keep the packaging - it’s going to come in handy later!
Avoid contact between wooden frame and abrasive surfaces. Carefully lay them out on a soft 
surface (such as the packaging) to avoid scratching or denting the wood

You should have two boxes with all your parts. 
2 Arm-Leg frames / 1 Back frame / 1 Seat frame / 1 
Wooden brace / hardware / allen key

HARDWARE CHECK
Identify the right parts (from left to right):

1. Allen Key
2. Dowelling Hardware
3. Dowels x12
4. Long bolts x8
5. Short bolts x4
6. Flat washers x12
7. Spiral washers x12



STEP 2: ASSEMBLE THE BACK AND SEAT FRAMES

To identify which is which, know that the frame with the narrower slats is for the back, while 
the frame with the wider slats is used for the seat.

Prepare four short bolts, four flat washers, and four spiral washers

Place a flat washer on each 
bolt

After you’ve placed a flat 
washer on each bolt, place a 
spiral washer over each bolt

Place the Back frame on its 
side, as shown above. Lay 
the seat frame  so that the 
four corresponding holes 
are prepared to line up

ADD THE WASHERS TO THE BOLTS

Gently raise the seat frame 
so that the corresponding 
holes are aligned

Insert a bolt into each hole. 
Hand tighten as you go

Further tighten with the 
allen key, but not all the 
way. This will come in 
handy later

CONNECT THE BACK FRAME WITH THE SEAT FRAME



STEP 3: SET THE FIRST ARM-LEG FRAME

Position one of the Arm-Leg frames so that the holes for the dowels are facing the ceiling. 
Align the Back and Seat panels accordingly, as shown above. Be sure that you’re assembling on 
a non-abrasive surface, such as carpet or flattened cardboard. Prepare 4 dowels

Insert 2 dowels into the 
Arm-Leg frame, as shown 
above. They should fit snugly 
into their respective pockets 

Align the frame so that the 
receiving holes on the back 
line up with the dowels

Insert the dowels into the 
receiving holes on the back

ATTACH THE ARM-LEG FRAME TO THE SEAT BACK

Secure the two pieces by 
bringing them together, as 
shown above

Prepare two long bolts, 
placing a flat washer over 
each, then a spiral washer 

Insert the bolts into their 
respective holes in the back, 
as shown above. Tighten 

SECURE EVERYTHING IN PLACE



STEP 4: ATTACH THE SEAT PANEL TO THE ARM-LEG FRAME

PREPARE A LONG BOLT

Recall that we left the four bolts (shown above) somewhat loose. This will now be of use

Slide a flat washer and then a spiral washer over 
one long bolt, just as with the bolts before

ALIGN THE HOLES
Remember that we left the four bolts that connect 
the seat and the back somewhat loose. This allows 
us to slide the seat down so that the mounting 
holes line up, as shown to the left. Once the holes 
are aligned, insert the bolt and tighten



STEP 5: ATTACH THE WOODEN BRACE

Prepare the wooden brace, two wood dowels, and one half of the dowelling hardware, as shown 
above

Insert the dowels into the 
chair leg in their respective 
positions, as shown above

Screw the dowelling hard-
ware by hand into it’s posi-
tion between the two dowels

Insert the remaining dowel-
ling hardware into it’s 
postion in the wooden 
brace. Be sure the screw-
driver head faces outward

INSERT THE DOWELS

Fit the wooden brace onto 
the leg so that the dowels 
insert securely into the 
brace

Tighten the dowelling 
hardware with a screwdriver

On the opposite end of the 
brace, insert two wooden 
dowels and hardware

FIT THE WOODEN BRACE ONTO THE DOWELS AND HARDWARE



Screw the final piece of dowelling 
hardware into place on the opposite 
leg of the chair

Fit the leg onto the wooden brace, as 
shown above. Be sure that the dow-
elling hardware and wood dowels are 
aligned and inserted securely

INSERT HARDWARE

With a screwdriver, tighten the dow-
elling hardware on the wooden brace 
just as you did in Step 5

Again, prepare one longer bolt with 
flat and spiral washers, as before. 
Insert and tighten into the leg of the 
chair, as in Step 4

SECURE EVERYTHING IN PLACE

STEP 6: ATTACH THE SECOND ARM-LEG FRAME

Insert two wooden 
dowels into the back 
of the chair, as 
shown to the left



STEP 7: MOUNT THE FINAL HARDWARE

FLIP IT OVER

Carefully turn the chair onto its opposite side in order to mount the other side of the chair’s 
back to the frame. Prepare two long bolts with flat and spiral washers as before. Insert them 
into back of the chair and tighten, just as in Step 3. Finish tightening the bolts that were left 
loose in Step 2

The chair is now ready to stand on all four legs

SET THE CUSHIONS
Place the seat cushion down and then the back 
cushion. Voila!


